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DECLARATION OF PERFORMANCE
No.: DoP 6/2025

1. Unique identification code of product-type:

INTU FR ROPE
2. Intended uses:

Restoring the fire resistance performance of separating building elements where they are
interrupted or separated by joints

3. Manufacturer:

ALFASEAL GROUP Sp. z o0.0.
ul. Kineskopowa 1, 05-500 Piaseczno

4, Authorized representative:
Not applicable

3. System or systems of Assessment and Verification of Constancy of Performance (AVCP):

System 1
6a. Harmonised standard: Not applicable
Notified body or bodies: Not applicable
6b. European Assessment Document: EAD 350141-00-1106
European Technical Assessment: ETA-25/0581 of 01.10.2025
Technical Assessment Body: ZAG ljubljana, Dimiceva 12, SI-1000 Ljubljana, TAB
Notified body or bodies: No. 1404
7. Declared performance:
Table 1.
Basic requirements J Performance characteristics
BWR 2 Safely in case to fire
Reaction to fire Class Al
Resistance fo fire Tabels B1 + B3
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Table B.1 Applications of INTU FR ROPE

Application (A) Application (C)
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Table B.2 Design and arrangement of the joint filling rope - static contiguration

These seals can be installed:
*

Horizontally between floors in aerated concrete, concrete, blockwork, masonry separating elements of
a thickness of 175 mm and a minimum density of 650 kg/m?

® Vertically between walls in aerated concrete, concrete, blockwork, masonry separating elements of a

thickness of 200 mm and a minimum density of 550 kg/m3

Application | Joint width | Classification fire resistance
[mm]

(B) 10-150 E240-V-X~F-W 10to 150*
(B) 10-150 EI120-V - X~-F-W 10 to 150*
(B) 150 El240-V - X-F-W 150*

(A) (C) 10- 150 E240-H-X-F-W 10to 150*
(A) (C) 10-150 El 120-H-X-F-W 10 to 150*
(A) (C) 150 El 240 - H—X —F — W 150*

These seals can be installed: 2

e  Horizontally between floors in aerated concrete, concrete, blockwork, masonry separating elements of a
thickness of a minimum thickness of 175 mm and a minimum density of 650 kg/m?
e Vertically between walls in aerated concrete, concrete, blockwork, masonry separating elements of a
thickness of a minimum thickness of 200 mm and a minimum density of 550 kg/m?
Application | Joint Classification fire resistance
width
[mm]
(B) 15-135 | E240-V-M20-F-W 15to 135*
(B) 15-135 | EI180-V-M20-F -W 15 to 135
(B) 135 El 240 -V -M20 -F - W 135*
(A) (C) 15 E 240 -H-M20-F -W 15*
(A) (C) 15 Ei180-H~-M20-F -W 15*
(A) (C) 15-135 | E1120-H-M20-F - W 15 to 135*
Where is:

*V: vertical linear joint in vertical testing construction

*H: horizontal linear joint in horizontal testing construction
*X: no movement

*M: movement capacity in % of the initial linear joint

*F: junctions are made on site
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BWR 3 Hygiene, heath and the environment
Air permeability NPD
Water permeability NPD
Content, emission, release of NPD
dangerous substances
BWR 4 Safety and accessibility in use
Mechanical resistance and NPD
stability

Resistance to impact/movement NPD
Adhesion NPD

Durability Y1

BWR 5 Protection against noise
Aireborne sound insulation NPD
BWR é Energy economy and heat retention

Thermal properties NPD
Water vapour permeability NPD

8. Appropriate technical documentation or special technical documentation:
Not applicable

The performance of the product identified above is in conformity with the set of declared
performance/s. This declaration of performance is issued, in accordance with Regulation (EU)
No 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Name: Michat Szyjkowski 3
Position: President of the Management Board ;

Cay ully
Piaseczno, 12.01.2026 R
Place, date Signature
Edition 1
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